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Advanced Ceiling Mounted UV-C Air Sanitizer & LED Room Light:

Ideal for Schools, Classrooms, Clinics, Offices, Conference Rooms, Fitness Centers, Restaurants...

LED Di sp[ay People Can Safely Occupy the Room with the Cyclone-UV Air Sanitizer ON.
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UVC Light Is Extremely Germicidal at 254 Nanometers
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E. coli effective elimination rate is 99.9% Effectively kill Staphylococcus aureus Effectively kill the coronavirus Schematic diagram of UV disinfection

2 Selectable Sizes — Generally 2’ x 2’ x 5.5”

. 595/595/142.8mm
603x603x142.8mm
23.4x23.4x5.6 in.
23.7x24.7x5.6 in.
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Two Installation Options
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Hang from Ceiling Inside of Ceiling
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Power (W) 135W Remote Control Type Infrared Control
Votage (V) 100~277V Dimension(mm) 595#595%142 8mm/603*603*142.8mm
Lumen (lm) 4700(5000K)/4800(4000K)/4500(3000K) Work Temperature (°C) -10+45°C
Color Temperature(K) 3000K/4000K/5000K Working Environment Humidity(RH) 260%
Storage Temperature (°C) -20-40°C Remote control detection angle 120*
installation height(M) 22.1M Installation Options Hanging/Embeded

LED Parameters

Power (W) Lumen (LM) CCT (K) PF CRI(Ra) Light Effect (Lm/W)
50 24500 3000/4000/5000 20.9 =80 =90
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